
Technical Information  
 

This data sheet is for your information. A legally binding assurance of the product’s suitability for a specific purpose cannot be derived from it and no liability can be 
assumed for any potential damages that may occur. Our products are subject to continuous production and quality control and leave our company in perfect 
condition. 
This product is intended solely for industrial applications and not for use by the end consumer. We recommend to our customers to always test the product 
themselves since only in this way – also after production – can the freedom from certain substances and the suitability for a particular purpose be verified. The user 
has to test the product for suitability for the intended application. We reserve the right to modify product specifications. Tests that are not part of the specifications of 
the product mentioned above have not been carried out. 

All information applies only to the above-mentioned product obtained from Kissel + Wolf GmbH. It corresponds to our current state of knowledge, but is not a 
confirmation of a particular application and is not automatically replenished. All information is valid for a maximum of 12 months (annexes may be provided with their 
own date) or until legal changes are made in this time period. The recipient of our product is solely responsible for observing any possible property rights as well as 
existing laws and regulations. Property rights of third parties must be observed. Our terms and conditions of sale and delivery shall apply. 

Kissel + Wolf GmbH . In den Ziegelwiesen 6 . D-69168 Wiesloch . Telefon ++49 62 22 /5 78-0 . Telefax  ++49 62 22/5 78-100 
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MECOPREN
®

 L 112 

 
Contact- and installation adhesive 
 

MECOPREN L 112 is a solvent containing adhesive based on natural rubber. Depending on the 
requirement it may be used as a contact adhesive as well as an installation adhesive. 
MECOPREN L 112 adheres reliably paper, card board, felt, wood, hard foam (e.g. Styropor® of BASF 
AG) and foam rubber. The adhesive starts drying quickly and reaches its final curing stage after 24h 
approx. The ‘open time’ lies between 3 to 5 min. MECOPREN L 112 is especially being used in the 
graphic arts to compose layouts and to adhere photos. 
 
PREPARATION Prior to adhesive coating, the surfaces of the materials to be treaded have to 

be made free from grease and dust. It might be necessary to abrase the 
surfaces (take care to remove the abrasing dust!). With suctioning surfaces 
(wood, felt, etc.), the amount of adhesive applied ought to be increased. 
 
MECOPREN L 112 is adjusted for ready use straight of the tube. 
 
With contact adherences adhesive is applied separately to the two parts to be 
adhered and be left for airing for 3 to 5 min – depending on the application 
thickness and the room temperature. Afterwards, the parts are to be properly and 
exactly pressed together. A correction afterwards will not be possible. 
 
With installation adherences adhesive is applied to both parts to be adhered 
and pressed together while the adhesive is still wet. Depending on the material – 
corrections might be possible even after a longer time period. Protruding and 
surplus adhesive remainings or rims may be ‘rubbed off’ with the finger or with 
an erasing rubber. 
 
Note:  The suitability of the adhesive in connection with the different substrates 

   has to be checked with pre-tests. 
 
Diluting/  MECOPLUS 4252 RE-L 
Cleaning 
               
 
Colour   colour-less, translucent 
 
VISCOSITY  7500 mPas approx. (Brookfield RVT, spindle 5, 20 u.p.m.)    
 
SOLIDS  10 % approx. 
 
DENSITY  0,72g/cm³ 
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HAZARD ADVISE/ 
ENVIRONMENTAL 
PROTECTION Please note the advised in the safety data sheet. 
 
STORING  1 year (at 20 to 25° C, in the original container) 


