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MECOTHERM® W 310

2K — Dispersion-based adhesive for lamination

MECOTHERM W 310 is a ready-to-use laminating adhesive for bonding automotive interior trim parts,
shoe and floor coverings with a high initial bonding strength. It is suitable for bonding many plastics to
one another or to other materials. Especially for materials containing plasticizers. MECOTHERM W 310
comes with a low activation temperature, good repositionability and excellent plasticizer, water and heat
resistance.

Usable material for bonding is i.e.: ABS, SAN, PVC hard and soft, PC, PMMA, artificial leather, leather,
textiles, polyether and polyurethane foams, derived timber products, elastomer as PUR and nitrile
rubber, metal etc. Due to the various possible materials adhesion trials are necessary.

Please note: The suitability of the adhesive with various substrates must be clarified by pre-trials.

APPLICATION

Adhesive Preparation 100 parts MECOTHERM W 310

5-10 parts MECOCURE W 300 LMC

Add hardener by stirring to achieve a homogeneous adhesive mixture.
Take care that no air will be stirred into the adhesive preparation.

Pot life 6 - 8 hours

Open Time 4 hours approx.
(depending on drying and environmental conditions)

Activating Temperature | min. 70 °C (adhesive gap)

Thinning/ Wet: Water, thinning 5 % max.
Cleaning Dry: mechanically
Application Brush, roll or pneumatic spraying
Adhesive application from both sides
Substrate Quality The adhesive parts need to be dry and clean, especially free of oil,

grease, or separating agents. Grinding of the surface improves
adherence mostly; it is recommended for elastomer.

Drying max. 40 °C

Application After complete drying the parts need to be connected within the open
time and need to get dried immediately at min. 70° C.
Evaluation of the final strength is achieved earliest after 5 days.

This data sheet is for your information. A legally binding assurance of the product’s suitability for a specific purpose cannot be derived from it and no liability can be
assumed for any potential damages that may occur. Liability for damages due to a slightly negligent breach of duty on our part or on the part of our legal
representative or vicarious agent is excluded. Our liability for damages due to injury to life, body or health is not covered by this limitation of liability. Our products are
subject to continuous production and quality control and leave our company in perfect condition.

This product is intended solely for industrial applications and not for use by the end consumer. We recommend to our customers to always test the product
themselves since only in this way — also after production — can the freedom from certain substances and the suitability for a particular purpose be verified. The user
has to test the product for suitability for the intended application. We reserve the right to modify product specifications. Tests that are not part of the specifications of
the product mentioned above have not been carried out. All information applies only to the above-mentioned product obtained from Kissel + Wolf

GmbH. It corresponds to our current state of knowledge, but is not a confirmation of a particular application and is not automatically replenished.

All information is valid for a maximum of 12 months from the date stated above (annexes may be provided with their own date). Any industrial property rights as well
as existing laws and regulations are to be observed by the recipient of our product on his own responsibility. Intellectual property rights of third parties must be
observed. Our terms and conditions of sale and delivery shall apply.
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PRODUCT DATA

Base Watery polymer dispersion
Color/Look blue
Viscosity 8000 mPas approx.
(Brookfield RVT, Spindel 6, 20 rpm, 20 °C)
Solid Content 49,5 % approx.
pH-value 7,5 approx.
Density 1,06 g/cm?3 approx.
Safety tips / Please check the resp. safety data sheets.
Environmental protection
Storage 1 year (at 5-30 °C in original packing)




