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TEXLINE FIX W

Dispersion based pallets adhesive

TEXLINE FIX W is a low viscous dispersion based pressure sensitive adhesive. It is mainly used as
pallet adhesive in T-shirt printing and here especially suitable for flash curing. After applying TEXLINE
FIX W on the pallets it stays sticky for a very long time. It is not flammable and hence harmless in

application.

APPLICATION Stir before use or shake can for a short time. Depending on the machine
type, connect with the spray unit. Observe the instructions of the
manufacturer.

Favourably use the TEXLIINE FIX W Spray Kit for which you will receive a
container specially designed for adhesives. See separate Technical
Information sheet TEXLINE FIX W Spray Kit.

CLEANING Wet: water
Dry: MECOPLUS 4240 CR-L

PRODUCT DATA

COLOUR White

VISCOSITY Approx. 14 s (Cup as per DIN EN ISO 2431, 4 mm nozzle, 23°C)

pH-VALUE Approx. 8

SOLIDS CONTENT
HEALTH HAZARDS/
ENVIRONMENTAL
PROTECTION

STORAGE

Approx. 40%

Please follow further information given in the material safety data sheet.

1 year (at 20 - 25°C and in original container)

TEXLINE FIX W should not come into contact with unprotected metal for a
longer period. Protect against freezing.

This data sheet is for your information, a legally binding guarantee of the product's suitability for a particular application cannot be derived. No responsibility can be
undertaken for occurring damages. Our products are subject to a continuous production and quality control and leave our factory in perfect condition.
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