
Technical Information  
 

This data sheet is for your information. A legally binding assurance of the product’s suitability for a specific purpose cannot be derived from it and no liability can be 
assumed for any potential damages that may occur. Our products are subject to continuous production and quality control and leave our company in perfect 
condition. 
This product is intended solely for industrial applications and not for use by the end consumer. We recommend to our customers to always test the product 
themselves since only in this way – also after production – can the freedom from certain substances and the suitability for a particular purpose be verified. The user 
has to test the product for suitability for the intended application. We reserve the right to modify product specifications. Tests that are not part of the specifications of 
the product mentioned above have not been carried out. 

All information applies only to the above-mentioned product obtained from Kissel + Wolf GmbH. It corresponds to our current state of knowledge, but is not a 
confirmation of a particular application and is not automatically replenished. All information is valid for a maximum of 12 months (annexes may be provided with their 
own date) or until legal changes are made in this time period. The recipient of our product is solely responsible for observing any possible property rights as well as 
existing laws and regulations. Property rights of third parties must be observed. Our terms and conditions of sale and delivery shall apply. 

Kissel + Wolf GmbH . In den Ziegelwiesen 6 . D-69168 Wiesloch . Telefon ++49 62 22 /5 78-0 . Telefax  ++49 62 22/5 78-100 
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MECOTEC® L 161 

 
Active component for spray adhesives 
 
MECOTEC L 161 is a high-quality, solvent-containing adhesive based on a synthetic caoutchouc. It can 
also be used as active agent for aerosol fillings. The main field of application of the spray adhesive is the 
fixation of textile fabric during the screen-printing process. MECOTEC L 161 can also be used with flash 
curing equipment and for the self-adhering finishing of non-suctioning substrates. MECOTEC L 161 is 
suitable for hard foam (e.g. Styropor® of BASF AG) bondings. 
 
APPLICATION 
 
Application   Stir prior to use. 
 
Cleaning   MECOPLUS 4252 RE-L 
 
 
PRODUCT DATA 
 
Colour    Light grey 
 
Viscosity   Approx. 41 s. (flow-cup according to DIN EN ISO 2431, 4 mm nozzle) 
 
Solid contents  Approx 29%  
 
Density   0,78 g/cm³ 
 
Health hazards/  Observer the material safety data sheet. 
Environmental protection 
 
Storage   1 year (at 20°C to 25°C in the original container) 
 


