
Technical Information 

 

 

This data sheet is for your information. A legally binding assurance of the product’s suitability for a specific purpose cannot be derived from it 
and no liability can be assumed for any potential damages that may occur. Liability for damages due to a slightly negligent breach of duty on our 
part or on the part of our legal representative or vicarious agent is excluded. Our liability for damages due to injury to life, body or health is not 
covered by this limitation of liability. Our products are subject to continuous production and quality control and leave our company in perfect 
condition. 
This product is intended solely for industrial applications and not for use by the end consumer. We recommend to our customers to always test 
the product themselves since only in this way – also after production – can the freedom from certain substances and the suitability for a 
particular purpose be verified. The user has to test the product for suitability for the intended application. We reserve the right to modify product 
specifications. Tests that are not part of the specifications of the product mentioned above have not been carried out. All information applies 
only to the above-mentioned product obtained from Kissel + Wolf GmbH. It corresponds to our current state of knowledge, but is not a 
confirmation of a particular application and is not automatically replenished.  
All information is valid for a maximum of 12 months from the date stated above (annexes may be provided with their own date). Any industrial 
property rights as well as existing laws and regulations are to be observed by the recipient of our product on his own responsibility. Intellectual 
property rights of third parties must be observed. Our terms and conditions of sale and delivery shall apply. 
ALBERT ROSE CHEMICALS . Division of Kissel + Wolf GmbH . In den Ziegelwiesen 6 . D-69168 Wiesloch . Telefon +496222 578-0 
 

 
 

Replaces the Technical Information KIWOTEX LA 3538 VP dated 14.01.21 Update: 25.08.22 

KIWOTEX® Precoat Resin 

Levelling agent for printing blankets 
 
KIWOTEX LA 3538 VP is a solvent containing levelling coating medium and primer for printing blankets. 
It works as a basic protection of printing blankets and compensates minor damages. As preparation for 
the coating of permanent and thermoplastic adhesives, e.g. KIWOTEX DK and TDK series, it provides 
an additional adherence to the surface. 
 
COATING Stir well prior to use. 
 
 The printing blanket must be dry and free from all substances that might work 

as separating agents. This is achieved by cleaning the blanket thoroughly and 
without leaving residues. Use a suitable cleaner such as KIWOTEX 
STRIPPER.  

_________________________________________________________________________________ 
 
BASIS Polymer in organic solvents 
 
COLOUR Colourless to yellowish, dries up transparent  
 
VISCOSITY Approx. 750 mPas (Brookfield RVT, spindle 3, 20 r/min, 20°C) 
 
SOLIDS CONTENT Approx. 22% 
 
FLASH POINT Approx. -20°C 
 
DENSITY Approx. 0,89 g/cm³ 
 
CLEANING KIWOTEX STRIPPER 
 
HEALTH HAZARDS/ Please follow further information given in the MSDS. 
ENVIRONMENTAL 
PROTECTION 
 
STORAGE 12 months (in original closed container at 20-25°C) 
 
 


