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KIWOMIX® LA 1035

Conductivity additive for the screen cleaners of th e KIWOCLEAN LM series

Adding the conductive additive KIWOMIX LA 1035 to distillates of the KIWOCLEAN LM series, ensures
sufficient conductivity of the cleaner after distillation. Flowing or aerosol solvents can gain static charge.
If grounding does not exist or is blocked, they can discharge and cause ignitions and explosions.
Additions of the conductive agent avoid static charge and hence contribute to a safe work place.

APPLICATION Pour the additive at ambient temperature into the distillate. Observe the
instructions given by the machine manufacturer
Add 0,5% up to max. 1% of KIWOMIX LA 1035. This means that 500 ml up
to max. 1000 ml of KIWOMIX LA 1035 are added to 100 litres of distillate.
Stir the mixture well.
If required, optimum parameters can be programmed into the unit by our
technical staff.

COLOUR yellow, clear

FLASH POINT approx. +82<C

HEALTH HAZARDS/
ENVIRONMENTAL
PROTECTION

STORAGE

When working with KIWOCLEAN LM 612 it is recommended to wear suitable
safety goggles and gloves.

Please follow further information given in the material safety data sheet.

2 years (at 20 - 25T and tightly closed original container)

This data sheet is for your information, a legally binding guarantee of the product's suitability for a particular application cannot be derived. No responsibility can be
undertaken for occurring damages. Our products are subject to a continuous production and quality control and leave our factory in perfect condition.
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