
 
Technical Information  

 

This data sheet is for your information. A legally binding assurance of the product’s suitability for a specific purpose cannot be derived from it 
and no liability can be assumed for any potential damages that may occur. Liability for damages due to a slightly negligent breach of duty on our 
part or on the part of our legal representative or vicarious agent is excluded. Our liability for damages due to injury to life, body or health is not 
covered by this limitation of liability. Our products are subject to continuous production and quality control and leave our company in perfect 
condition. 
This product is intended solely for industrial applications and not for use by the end consumer. We recommend to our customers to always test 
the product themselves since only in this way – also after production – can the freedom from certain substances and the suitability for a particu-
lar purpose be verified. The user has to test the product for suitability for the intended application. We reserve the right to modify product speci-
fications. Tests that are not part of the specifications of the product mentioned above have not been carried out. All information applies only to 
the above-mentioned product obtained from Kissel + Wolf GmbH. It corresponds to our current state of knowledge, but is not a confirmation of a 
particular application and is not automatically replenished.  
All information is valid for a maximum of 12 months from the date stated above (annexes may be provided with their own date). Any industrial 
property rights as well as existing laws and regulations are to be observed by the recipient of our product on his own responsibility. Intellectual 
property rights of third parties must be observed. Our terms and conditions of sale and delivery shall apply. 
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KIWOMIX
® RA 1750 

2-component printing medium (printing release additive) for modifying the surface of screen-
printing emulsions  

When coated with KIWOMIX RA 1750, screen-printing emulsions become repellent against nonpolar and 
polar solvents or printing media during the printing process. Thus, particularly the release from the print-
ing channel is being improved. 

APPLICATION Mixture:  Add the second component, e.g. 7% KIWOSET K-T. After adding the 
hardener, the mixture can be processed for approx. one hour (at approx. 
20°C). 

  Apply the KIWOMIX RA 1750 by spraying a minor quantity onto the closed 
emulsion surface (printing side) and use a lint-free cloth to distribute the mix-
ture from the right to the left and back over the complete emulsion surface. 
The prepared stencil should have a homogenous appearance. 

The effect can be increased by repeating this application. 

After coating, polish the emulsion side of the stencil with a dry cloth.  

The coated stencil should rest for about one minute at ambient temperature. 
Then harden for approx. 10 minutes at 80°C. Pay attention to the influence on-
to the mesh tension and the frame adhesive. 

       _______________________________________________________________________________ 
 
 COLOUR Colourless 
 
FLASH POINT   Approx. 12°C  
 
CONSUMPTION   Approx. 0,8 - 1,0 g per stencil (30 x 30 cm) 
 
HEALTH HAZARDS/  Wear safety googles and suitable protection gloves.  
ENVIRONMENTAL   
PROTECTION  Follow further information given in the material safety data sheet. 
 
STORAGE 1 year (at 20-25°C) 
 


