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PREGAPREP® AC 

Screen mesh preparation and degreasing agent 
 
PREGAPREP AC is a highly efficient screen mesh preparation for steel mesh. PREGAPREP AC 
improves the wetting properties of direct photoemulsions and the water transfer of indirect and direct 
stencil making films (products from the KIWOFILM range). PREGAPREP AC also acts as a degreaser. 
When using PREGAPREP AC a uniform water film is formed on the mesh after rinsing. 
 
APPLICATION Apply PREGAPREP AC straight before making the stencil. 
 
 Notice: PREGAPREP is acrid. Do not produce aerosols by spraying the 

product. Ensure sufficient ventilation during application. 
 

Apply PREGAPREP AC with a brush, sponge or coating trough onto both 
sides of the screen. Rinse with cold or lukewarm water with the screen in a 
vertical position. Rinse well until the water runs off without any foaming. A 
perfect, uniform water film is clearly visible. 
 
Indirect or water transferable stencil making films (capillary films) can easily 
be transferred onto the mesh. The screen must be dry before coating with 
direct photoemulsions or stencil-making films which are to be applied using 
transfer emulsions. 

 
 
COLOUR Brown - clear 
 
CONSISTENCY Liquid 
 
HEALTH HAZARDS/ PREGAPREP AC is acrid. It is recommended to wear suitable protection  
ENVIRONMENTAL when working with chemicals: safety gloves and goggles. PREGAPREP AC   
PROTECTION  is biodegradable and can be emptied into drains in usual working dilution. 
  

Please follow further information given in the material safety data sheet. 
 
STORAGE 9 months (at 20°C (± 5°C) and in tightly closed original container). Avoid 

temperatures over 30°C. 
 
 PREGAPREP AC contains natural materials, which may separate or give a 

turbid appearance, especially after storage at high temperatures. However, 
this does not influence the performance of the product. 

 
 
 
 


