
Technical Information  
 

This data sheet is for your information. A legally binding assurance of the product’s suitability for a specific purpose cannot be derived from it 
and no liability can be assumed for any potential damages that may occur. Liability for damages due to a slightly negligent breach of duty on our 
part or on the part of our legal representative or vicarious agent is excluded. Our liability for damages due to injury to life, body or health is not 
covered by this limitation of liability. Our products are subject to continuous production and quality control and leave our company in perfect 
condition. 
This product is intended solely for industrial applications and not for use by the end consumer. We recommend to our customers to always test 
the product themselves since only in this way – also after production – can the freedom from certain substances and the suitability for a 
particular purpose be verified. The user has to test the product for suitability for the intended application. We reserve the right to modify product 
specifications. Tests that are not part of the specifications of the product mentioned above have not been carried out. All information applies 
only to the above-mentioned product obtained from Kissel + Wolf GmbH. It corresponds to our current state of knowledge, but is not a 
confirmation of a particular application and is not automatically replenished.  
All information is valid for a maximum of 12 months from the date stated above (annexes may be provided with their own date). Any industrial 
property rights as well as existing laws and regulations are to be observed by the recipient of our product on his own responsibility. Intellectual 
property rights of third parties must be observed. Our terms and conditions of sale and delivery shall apply. 

KIWO . Division of Kissel + Wolf GmbH . In den Ziegelwiesen 6 . D-69168 Wiesloch . Telefon +496222 578-0 . Telefax  +496222 578-100 
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PREGAN® A 8 RS 

Cleaning and degreasing concentrate (1:4) for nickel rotary screens 
 
PREGAN A 8 RS is a highly efficient, slightly foaming cleaning concentrate (1:4) for perforated nickel 
screens. It is used as immersion degreaser and cleaner and can also be applied by brush as manual 
degreaser. It prevents pinholes and surface deterioration when coating with direct photoemulsions. 
PREGAN A 8 RS solutions are biodegradable. 
 
APPLICATION Before use, reduce PREGAN A 8 RS with water in a ratio of 1:4. A slightly 

acidic clear solution is then produced. 
 
 The product is used in vertical and horizontal immersion baths. Plastic 

containers made of e.g. PVC, polyethylene and polypropylene are especially 
suitable. 

 
 Standard reaction time is approx. 5 - 10 min. at room temperature. Then 

rinse the nickel screen and let it dry. Cleaning/degreasing should always be 
done directly before coating to avoid new contamination. 

 
 PREGAN A 8 RS has to be continuously replensihed in the immersion bath 

to guarantee full cleaning efficiency. 
 
 Degreasing can alternatively be made manually. Squirt a few drops of 

PREGAN A 8 RS onto the screen and brush well onto both sides until the 
produced foam has been distributed well. Contamination and fats are 
emulsified and hence become water soluble. After a reaction time of a few 
minutes rinse well with water until it runs off without foam. After drying the 
screen is ready to be coated. 

___________________________________________________________________________________ 
 
PRODUCT DATA Colour: colourless to yellowish 
 Consistency:  liquid 
 pH-value:  approx. 1 
 Density (20°C):  approx. 1,04 g/cm3 

 
HEALTH HAZARDS/ PREGAN A 8 RS is corrosive. Observe  the  usual  safety  precautions  when  
ENVIRONMENTAL  working   with  chemicals:  wear  safety  gloves  and  goggles.  Please  follow  
PROTECTION  further information given in the material safety data sheet. 
  
 PREGAN A 8 RS complies with the official regulations for  detergents  and  is  
 biodegradable. In usual working dilutions, it does not contaminate waste   

water after neutralization with caustic soda (check pH-value). For 
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environmental reasons PREGAN A 8 RS does not contain any dyes or 
perfumes. 

 
STORAGE 2 years (at 20 - 25°C and original container) 


