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KIWOCLEAN® EM 850 

Biodegradable emulsifier component for screen cleaners 
 
Adding the emulsifier component KIWOCLEAN EM 850 to solvent cleaners and their distillates prevents  
dissolved printing ink from separating again when the printing screen, still being wet with solvent, gets in 
contact with water. This mainly occurs in automatic screen cleaning and decoating units which do not 
allow drying between washing and decoating. The emulsifier consists of biodegradable components and 
hence when using biodegradable cleaning solvents, residues of cleaner/ emulsifier/ water mixtures can 
be emptied into biologically adapted sewage plants. 
 
APPLICATION Stir the emulsifier component thoroughly and add it at room temperature into 

the respective tank of the screen cleaner or the distillate. Observe 
instructions given by the machine manufacturer. 

  
 When using a distillation unit for regenerating the solvent cleaner, please 

note that the emulsifier cannot be distilled and must be replenished by 
adding KIWOCLEAN EM 850 to the distillate. The quantity to be added 
should be 5 to 10 litres of KIWOCLEAN EM 850 per 100 litres of cleaner/ 
distillate. Losses of the cleaner due to evaporation can be balanced by 
adding new cleaner. 

  
 The parameters for a good cleaning result can be programmed into the 

washing unit by our technical staff if required  
 
TECHNICAL DATA Colour:  Yellow, turbid 
 Flash point: over 100°C 
 
HEALTH HAZARDS When working with KIWOCLEAN EM 850 it is recommended to wear safety 

goggles and gloves. 
 
 Please follow further information given in the material safety data sheet. 
 
STORAGE 2 years (at 20 - 25°C in original container) 
 
 The emulsifier component is lightly turbid. It can be homogenized by stirring. 

The turbidity does not influence efficiency of the product. 


