
 Technical Information  
 

This data sheet is for your information, a legally binding guarantee of the product's suitability for a particular application can not be derived. No responsibility can be 
undertaken for occurring damages. Our products are subject to a continuous production and quality control and leave our factory in perfect condition. 

KISSEL + WOLF GmbH . In den Ziegelwiesen 6 . D-69168 Wiesloch . Telefon ++49 62 22 /5 78-0 . Telefax  ++49 62 22/5 78-100 
 

Replaces the Technical Information dated 23.11.09 Update: 30.06.10 

KIWOCLEAN ® LM 730-1 

Solvent based screen cleaner with high flash point  
KIWOCLEAN LM 730-1 is a screen cleaner especially suitable for graphite pastes and very resistant, 
hardly removable printing inks (also water based inks), it is mainly used in automatic screen washing 
units and also suitable for the cleaning of common PVC and UV inks. KIWOCLEAN LM 730-1 is a 
balanced mixture of solvents, developed with special focus on work place safety and environmental 
protection (free from halogen hydrocarbons, chlorinated hydrocarbon and CFC). Residues in the waste 
water are biodegradable in sewage plants. 
 
APPLICATION  Pour KIWOCLEAN LM 730-1 at ambient temperature into the cleaning unit. 

Observe the instruction given by the manufacturer of the machine. Losses 
due to evaporation can be balanced by adding fresh KIWOCLEAN LM 730-1. 
Also monitor the degree of contamination of the cleaning solution. If 
necessary, our technicians can programme the cleaning machine with the 
respective parameters for a good cleaning job. 

 
Due to its high solvent action, KIWOCLEAN LM 755 could attack the frame 
adhesive of the screen. Therefore ensure that washing times are as short as 
possible and no solvent is accumulating in adhesive grooves. It is 
recommended using a lacquer, e.g. ESTELAN Y 224-03 to protect the frame 
adhesive. 

 
 Due to the favourable boiling range the screen cleaner can be distilled under 

vacuum and under normal conditions. As the cleaner also absorbs solvents 
from the printing inks we cannot guarantee a constant solvent composition – 
especially after having distilled several times. 

 
Notice: KIWOCLEAN LM 730-1 consists of organic solvents which may 
attack various plastics, lacquers or coatings. Therefore please check if 
working tools, accessories, floor or wall coatings are resistant against 
KIWOCLEAN LM 730-1. If required, carry out trials beforehand. 

 
PRODUCT DATA  Colour:  colourless to light beige, clear 
 Density (20°C): approx. 0,99 g/cm 3 
 Boiling range: approx. 210 - 230°C 
 Flash point: Approx. +93°C 
 
HEALTH HAZARDS/ When working with KIWOCLEAN LM 730-1 it is recommended to wear  
ENVIRONMENTAL  suitable safety goggles and gloves. Do not breathe fumes and ensure   
PROTECTION sufficient ventilation of the working areas.  
 
 Please follow further information given in the material safety data sheet. 
 
STORAGE 3 years (at 20 - 25°C and original container) 


