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KIWOCLEAN

®

  EL 9230 MC 

 
Water-based, alkaline cleaner for cleaning solder frames, condensate collectors and cyclones 
 
KIWOCLEAN EL 9230 MC is an efficient cleaner with low odour. The ready-to-use cleaning solution reli-
ably removes all kinds of fluxing agents and fluxing agent condensates after soldering. KIWOCLEAN EL 
9230 MC can be used in air adjustable cleaning machines, tip tanks, spraying units and ultrasonic baths, 
as well as for manual cleaning. 
 
APPLICATION Pour the ready-to-use solution into the cleaning unit and start the cleaning 

process (approx. 10-15 minutes, depending on the degree of contamination). 
Rinse with water afterwards, ideally with high pressure. The concentration can 
be adjusted, depending on the degree of contamination. Observe the instruc-
tions of the machine manufacturer. 

 
 Notice: KIWOCLEAN EL 9230 MC is slightly alkaline and contains anticorro-

sive additives for common materials, non-ferrous metals and aluminium, there-
fore please check if working tools, accessories, floor and wall coatings are re-
sistant against KIWOCLEAN EL 9230 MC. Carry out tests in advance. 

 
PRODUCT DATA  

          Colour:           colourless, clear 

          Flash Point:           n.a. 

          Boiling range:           >100°C 

          Density (20 °C):           approx. 1,0 g/cm3 

          pH value:           >10 
 
 
HEALTH HAZARDS /  When working with KIWOCLEAN EL 9230 MC it is recommended to wear  
ENVIRONMENTAL safety goggles and gloves.  
PROTECTION  

Please follow further information given in the material safety data sheet. 
 

STORAGE  2 years (at 20-25°C in original container) 


