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KIWOCLEAN ® CF 531 

Liquid screen decoating concentrate 1:50  
 
KIWOCLEAN CF 531 is a highly efficient, liquid decoating concentrate for the removal of direct 
photoemulsions / films from screens. KIWOCLEAN CF 531 has especially been developed for automatic 
screen decoating units and does crystallize in the units or tanks due to special stabilizers. KIWOCLEAN 
CF 531 has no attack on stainless steel. KIWOCLEAN CF 531 is used in a dilution of 1:30 - 1:80 in tap 
water, depending on the field of application. KIWOCLEAN CF 531 solutions are colourless and without 
odour, chlorine free, have very little attack on the mesh and do not bleach. KIWOCLEAN CF 531 can be 
diluted in water at any ratio. 
 
APPLICATION  The ready-to-use decoating solution is prepared by adding 30 – 80 l of tap 

water to 1 l of KIWOCLEAN CF 531, depending on the field of application. 
When used in automatic screen decoating units observe the dosing 
instructions given by the machine manufacturer. Concentration and reaction 
time orient themselves to the working requirements and can be determined 
by our technical staff if required. 

 
Screens which have been treated with KIWOCLEAN CF 531 have to be 
rinsed with water. Strong foaming may occur due to dissolved photoemulsion 
particles. This foaming can be avoided by adding approx. 0,05 - 0,3% of 
KIWOMIX ZL 1064. 

 
PRODUCT DATA  Colour: colourless, clear 
  Consistency: liquid 
  Odour: neutral 
  Density (20°C): approx. 1,23 g/cm 3 
 pH-value: under 1 (undiluted) 
 pH-value: approx. 1,9 (1:50 diluted) 
 
HEALTH HAZARDS/  When working with KIWOCLEAN CF 531 concentrate it is recommended to 
ENVIRONMENTAL  wear suitable safety goggles and gloves. The product is acrid, remove drops 
PROTECTION on the skin with plenty of water. Do not let KIWOCLEAN CF 531 (solutions) 

dry on organic materials (e.g. cleaning rags of paper, textile various 
synthetics) or combustible filter materials, this may cause self-ignition. Do not 
inhale KIWOCLEAN CF 531, take care for a good exhaust ventilation where 
spray mist is produced. Avoid contact with bleaching cleaners which contain 
chlorine (e.g. PREGAN ANTI-GHOST) as toxic chlorine gas is produced. 

 
Notice: Use KIWOCLEAN CF 531 as intended only as screen decoating 
agent. Do not mix it with other chemicals. Beside uncontrollable oxidation 
reactions, brown, toxic iodine can be generated 

 
 

 KIWOCLEAN CF 531 does neither contain heavy metals nor chlorine  
compounds and can safely be emptied into drains in usual working dilution. 
Due to the oxidative effect, AOX-Value-Determinations according to DIN EN 
ISO 9562 may be influenced. 

 
Please follow further information given in the material safety data sheet. 
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STORAGE 2 years (at 20 - 25°C).  
 

When affected by frost, a white deposit may settle on the bottom of the 
container. This can be dissolved by warming up to room temperature and 
thorough stirring. 


