
Technical Information  
 

This data sheet is for your information, a legally binding guarantee of the product's suitability for a particular application cannot be derived. No responsibility can be 

undertaken for occurring damages. Our products are subject to a continuous production and quality control and leave our factory in perfect condition. 

KISSEL + WOLF GmbH 
.
 In den Ziegelwiesen 6 

.
 D-69168 Wiesloch 

.
 Telefon ++49 62 22 /5 78-0 

.
 Telefax  ++49 62 22/5 78-100 

 

 

 

 Established: 08.05.12 

PREGAN® DL/1 

Water emulsifiable paste for the removal of frame adhesives and lacquers 
 
PREGAN DL/1 is used for the removal of adhesive and lacquer residue from frames. All two-component 
adhesives and lacquers commonly used in screen and textile flat printing, e.g. KIWOBOND frame 
adhesives and ESTELAN screen lacquers, can be removed from steel and aluminium frames. 

 
APPLICATION Apply PREGAN DL/1 (1-2 mm) with brush or spatula onto the adhesive or 

lacquer residue to be removed. After a reaction time of approx. 30-60 
minutes, strip off the dissolved layer with a spatula or knife. Repeat this 
process in case of very stubborn residue. Rinse PREGAN DL/1 residue with 
water. 

 

 
COLOUR light yellowish, transparent 
 
CONSISTENCY Thixotropic, pasty 
 
FLASH POINT Approx. + 91°C 
 
HEALTH HAZARDS/ Please follow further information given in the material safety data sheet. 
ENVIRONMENTAL  
PROTECTION Ensure sufficient ventilation of the working areas. 
 
STORAGE 2 years (at 20 - 25° C) 
 
 


