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KIWOTEX
®
 Remover Digital 

Cleaner based on biodegradable solvents – particularly for stripping permanent adhesives from 
printing blankets of digital printers 
 
KIWOTEX Remover Digital is solvent mixture with mild odour for the removal of used adhesive coatings 
from digital printing machines before applying a new coating of permanent adhesives of the KIWOTEX 
digital series. KIWOTEX Remover Digital is not suitable for PVC printing blankets. The cleaner consists 
of biodegradable components, hence cleaner/ water mixtures can be led into adopted sewage plants. 
The cleaner/ adhesives mixture must be disposed of separately. 
  
APPLICATION Apply KIWOTEX Remover Digital onto the permanent adhesive coating; after 

a reaction time of approx. 10-15 minutes, the adhesive can be removed from 
the printing blanket. Notice: Remaining adhesive residue prevent an even 
coating of the new adhesive layer. Therefore, make sure that the surface of 
the printing blanket is free from any residue, particularly at the edges. Clean 
manually with KIWOTEX Remover Digital and a cloth, if necessary.  

 
 When working with worn-out printing blankets into which chemicals have 

already penetrated, damages can be intensified when working with KIWOTEX 
Remover Digital. Carry out pre-trials, as we cannot assume liability for 
damage printing blankets.  

_________________________________________________________________________________ 
 
COLOUR Colourless, transparent  
 
BOLING RANGE Approx. +170-190°C 
 
FLASH POINT Approx. +70°C 
 
HEALTH HAZARDS/ Wear suitable safety googles and gloves when working with KIWOTEX   
ENVIRONMENTAL Remover Digital. 
PROTECTION 
 See further information given in the Material Safety Data Sheet. 
 
STORAGE 3 years (at 20-25 °C and in closed original container) 


