
Technical Information 
 

 

 
This data sheet is for your information. A legally binding assurance of the product’s suitability for a specific purpose cannot be derived from it and 
no liability can be assumed for any potential damages that may occur. Our products are subject to continuous production and quality control and 
leave our company in perfect condition. 
This product is intended solely for industrial applications and not for use by the end consumer. We recommend to our customers to always test the 
product themselves since only in this way – also after production – can the freedom from certain substances and the suitability for a particular 
purpose be verified. The user has to test the product for suitability for the intended application. We reserve the right to modify product 
specifications. Tests that are not part of the specifications of the product mentioned above have not been carried out. 
All information applies only to the above-mentioned product obtained from Kissel + Wolf GmbH. It corresponds to our current state of 
knowledge, but is not a confirmation of a particular application and is not automatically replenished. All information is valid for a maximum of 12 
months (annexes may be provided with their own date) or until legal changes are made in this time period. The recipient of our product is solely 
responsible for observing any possible property rights as well as existing laws and regulations. Property rights of third parties must be observed. 
Our terms and conditions of sale and delivery shall apply. 

 

  KIWO . Division of Kissel + Wolf GmbH . In den Ziegelwiesen 6 . D-69168 Wiesloch . Telefon +496222 578-0 . Telefax  +496222 578-100 
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PREGAN
®
 1014 E 

Water emulsifiable, universal solvent cleaner 
 
PREGAN 1014 E is a water emulsifiable solvent mixture for the removal of many printing inks, dried 
pigment printing pastes, pressure sensitive and flock adhesives, solder pastes and non-hardened solder 
resists. Dried solvent based printing inks can quickly be dissolved, dispersion based products swell and 
can be removed from the screen using a strong water jet. Despite its high efficiency, PREGAN 1014 E 
has very little attack on photoemulsions. 

 
APPLICATION Before cleaning remove the ink completely using e.g. a spatula. Possibly 

remaining ink residue can be dissolved using a rag soaked in PREGAN 1014 
E. Once the photoemulsion becomes clearly visible, subsequent rinsing with 
water is no longer necessary. If the screen needs to be rinsed with water, 
observe the local limit values when emptying hydrocarbons into drains. 

 
 When using dispersion based adhesives and printing inks, allow to react for 

approx. 10 - 15 min. Then apply PREGAN 1014 E again and remove 
dispersion residue with a brush. Afterwards rinse with warm water and then 
clean the stencil with high pressure water washer. Repeat this process for 
very stubborn residue. 

 
 Solder resists must be removed from the screen within their pot life. It is 

impossible to dissolve them after hardening. 
___________________________________________________________________________________ 
 
COLOUR Colourless 
 

DENSITY (20°C) Approx. 0,91 g/cm3 
 
FLASH POINT Approx. +33°C 
 
HEALTH HAZARDS/ When working with PREGAN 1014 E, it is recommended to wear suitable 
ENVIRONMENTAL safety gloves and goggles. Do not breathe fumes and ensure sufficient 
PROTECTION ventilation of the working areas. 
  
 PREGAN 1014 E contains hydrocarbons, do not empty into drains. For 

dilution or entrainment, observe the local limits for hydrocarbons. 
 

Please follow further information given in the material safety data sheet.  
 
STORAGE 3 years (at 20 - 25°C and tightly closed original container) 
 


