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PREGAN® 235 L 

Solvent based screen cleaner  
 
PREGAN 235 L is a universal solvent mixture for all one-component solvent inks. Suitable for manual 
use during printing (screen opener) or for screen cleaning after printing. Its formulation has especially 
been developed to meet with the requirements of screen printing. PREGAN 235 L can also be used to 
clean the squeegee. Suitable for use in screen washing units. It is colourless, mild in odour, has little 
attack on photoemulsions and is free from halogenated hydrocarbons (CHC, CFC). 
 
APPLICATION Apply PREGAN 235 L onto both sides of the screen. Allow to react for a few 

minutes and then remove the ink using a brush or rag. 
 

For automatic cleaning transfer PREGAN 235 L into the washing unit at room 
temperature. Observe the instructions given by the machine manufactuer. 
The parameters for good cleaning results can be programmed into the 
automatic washing unit by our technical staff if required. 

 
Due to the favourable boiling range the screen cleaner can be distilled under 
vacuum as well as under normal conditions.  
 
If used as screen opener, spray cans made of polyethylene / polypropylene 
can be used. Ensure sufficient ventilation and do not breathe aerosol dust. 

 
PRODUCT DATA Colour:  colourless 
 Density (20°C):  approx. 0,891 g/cm3 
 Flash point:  approx. +44°C 
 Boling range:  146 - 185°C 
 
HEALTH HAZARDS/ Do  not  breathe fumes and ensure sufficient ventilation of the working areas.  
ENVIRONMENTAL  Do not empty into drains. 
PROTECTION  

Please follow further information given in the health and safety data sheet. 
 
 
STORAGE 2 years (at 20 - 25°C and tightly closed original container) 
 


