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AQUAFLOCK® 12 P 

Flocculent for the treatment of waste water (discontinuous units) 
 
AQUAFLOCK 12 P is a powdery flocculent which is used for the coagulation of waste water with a very 
high solids content. It is especially suitable for the treatment of emulsion-containing waste water 
produced during developing and decoating. The chemical splitting process is based on three different 
phases: 
 
Coagulation: Dissolved emulsion particles are being percipitated 
 
Flocculation: The formation of flakes for the adsorption of dirt allow filtration of the waste water  
 
Sedimentation: The flakes are heavier than water and sink to the bottom, whereby a quick 

preliminary sedimentation is reached (before the filtration).  
 
AQUAFLOCK 12 P is used in discontinuous waste water treatment systems. With AQUAFLOCK 12 p, 
the use of chemicals is reduced to a minimum, hence less sludge is produced reducing costs for waste 
recycling and water treatment. 

 
APPLICATION Before use, collect the water and, if required, choose a ph-value between 6 

and 9. AQUAFLOCK 12 P can be added manually or by means of a lifting 
screw. The quantity to be used, as well as the stirring time, depend on the 
concentration and degree of contamination of the waste water. After a short 
settling time, filter the clarified water first and then the sludge. Use fleece or 
bag filter. The degree of contamination of the mud is determined by the 
degree of contamination of the waste water. 

 
DOSAGE The quantity of AQUAFLOCK 12 P to be used depends on the type and 

degree of contamination. By means of representative waste water tests the 
required quantity can be determined by our lab and the discontinuous unit 
can be programmed.  

 
 Guide values: 0,5 - 3,0 kg of AQUAFLOCK 12 P / m 3 of waste water. 
 
TECHNICAL DATA Colour:  grey - beige 
 Solubility in water: approx. 0,91 g/cm3 
 pH-value: 7,0 - 8,0 (0,5% with water) 
 
HEALTH HAZARDS/ When working with AQUAFLOCK 12  P it  is  recommended  to  wear  safety 
ENVIRONMENTAL goggles and gloves. Dust shield masks are required. 
PROTECTION  
 Please  follow  further  information  given  in  the  material  safety  data 

sheet. 
 
STORAGE 3 years (at 20 - 25°C) 


