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SUNCOAT STAIN CLEANER

Alkaline screen cleaner based on biodegradable solvents, for automatic cleaning units

SUNCOAT STAIN CLEANER is a solvent based, alkaline screen cleaner for the removal of ghost images, ink and emulsion
residues remaining after decoating. They are mainly used in automatic screen cleaning units. After neutralisation SUNCOAT
STAIN CLEANER is biodegradable.

APPLICATION

Pour SUNCOAT STAIN CLEANER at ambient temperature into the cleaning unit. Observe the instruction given by the
manufacturer of the machine. Losses due to evaporation can be balanced by adding fresh SUNCOAT STAIN CLEANER.
Also monitor the degree of contamination of the cleaning solution. If necessary, our technicians can programme the cleaning
machine with the respective parameters for a good cleaning job.

A cleaning cycle should not take longer than 3 to 5 min. Due to its high effectiveness, SUNCOAT STAIN CLEANER can
attack the frame adhesive and the mesh. Choose the shortest cleaning time possible and ensure that it is being observed.
Furthermore we recommend rinsing adhesion-grooves thoroughly or sealing them with a protective lacquer.

Best results can be achieved if the stencils are being cleaned very shortly after the printing process before post-hardening inks
link with the mesh.

SUNCOAT STAIN CLEANER contains organic solvents and alkalis which may attack various plastics, lacquers or coatings.
Therefore please check if working tools, accessories and floor or wall coatings are resistant against SUNCOAT STAIN
CLEANER. If required, carry out trials beforehand. Do not dilute with water or organic solvents in order to avoid damage of
the mesh.

Notice: When working with SUNCOAT STAIN CLEANER, the sensitivity of the polyester mesh increases when exposed to
higher temperatures, longer time of reacting, decreasing mesh count and prior mechanic load or damage. Residues of ghost
images can only be removed through a longer reaction time of the cleaner. In individual cases tearing of the mesh cannot be
precluded, however, this cleaning method is frequently the only possibility to use the mesh again. Test suitability of this
cleaner for your specific application beforehand, as any responsibility for torn screen mesh cannot be assumed.

COLOUR Yellowish to brownish

DENSITY (20 °C) approx. 1,03 g/cm?

FLASH POINT approx. 79°C

HEALTH HAZARDS/ SUNCOAT STAIN CLEANER is corrosive. Wear suitable gloves and goggles. In case of
ENVIRONMENTAL contact with eyes, immediately rinse with plenty of water and seek medical advice promptly.
PROTECTION

SUNCOAT STAIN CLEANER is alkaline, check the pH-value before emptying the waste
water into drains (pH-value 9 should not be exceeded). Production waste water containing
SUNCOAT STAIN CLEANER may not be emptied into open waters without treatment.

Please follow further information given in the material safety data sheet.

This data sheet is for your information. A legally binding assurance of the product’s suitability for a specific purpose cannot be derived from it and no liability
can be assumed for any potential damages that may occur. Our products are subject to continuous production and quality control and leave our company in
perfect condition.

This product is intended solely for industrial applications and not for use by the end consumer. We recommend to our customers to always test the product
themselves since only in this way — also after production — can the freedom from certain substances and the suitability for a particular purpose be verified. The
user has to test the product for suitability for the intended application. We reserve the right to modify product specifications. Tests that are not part of the
specifications of the product mentioned above have not been carried out.

All information applies only to the above-mentioned product obtained from Kissel + Wolf GmbH. It corresponds to our current state of knowledge, but is not a
confirmation of a particular application and is not automatically replenished. All information is valid for a maximum of 12 months (annexes may be provided
with their own date) or until legal changes are made in this time period. The recipient of our product is solely responsible for observing any possible property
rights as well as existing laws and regulations. Property rights of third parties must be observed. Our terms and conditions of sale and delivery shall apply.
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STORAGE 9 months (at 20-25 °C in original container)



